Magnetostatic analysis of a rotor system supported by radial active magnetic bearings by Ferfecki P.
‘ Applied and Computational Mechanics 3 (2009) 17–26
Magnetostatic analysis of a rotor system supported by radial
active magnetic bearings
P. Ferfeckia,∗
aCenter of Advanced Innovation Technologies, VSB-TU of Ostrava, 17. listopadu 15, 708 33 Ostrava-Poruba, Czech Republic
Received 31 August 2008; received in revised form 11 March 2009
Abstract
The development and the design of a radial active magnetic bearing (AMB) reﬂects a complex process of the
multidisciplinary rotor dynamics, electromagnetism and automatic control analysis. Modelling is performed by
application of the physical laws from different areas, e.g. Newton’s laws of motion and Maxwell’s equations. The
newapproachinthenumericalmodellingofradialAMBanddesignmethodologyallowingautomaticgenerationof
primarydimensionsofthe radialAMBis proposed. Insteadof the commonway of computationof electromagnetic
forces by linearizing at the centre position of the rotor with respect to rotor displacementand coil current, the ﬁnite
elementcomputationof electromagneticforcesis used. The heteropolarradialAMB consisting of eight pole shoes
was designed by means of the built up algorithms for rotor system with two discs ﬁxed on the cantilever shaft. A
studyoftheinﬂuenceofthenonlinearmagnetizationcharacteristicsofa rotorandstatormaterialontheequilibrium
position of a rotor system is carried out. The performed numerical study shows that results obtained from the
analytical nonlinear relation for electromagnetic forces can be considerably different from forces computed with
magnetostatic ﬁnite element analysis.
c   2009 University of West Bohemia. All rights reserved.
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1. Introduction
In the ﬁeld of rotating machinery the number of applications of rotating systems running in
radial active magnetic bearing is expanding. Radial AMB supports moving shaft by means of
magnetic levitation without mechanical contact. The magnetic bearing have several advantages
and disadvantages in contrast with rolling element bearings and ﬂuid ﬁlm bearings. Two pri-
mary advantages of magnetic bearings are the very low power consumption and very long life
because there is no mechanical friction or wear. Other advantages of magnetic bearings are
related to their use in extreme conditions, e.g. high speed revolutions, low temperatures, vac-
uum or in environments where lubricants are undesirable. Magnetic bearings have a number
of disadvantages including a high cost, a relatively large size and a requirement for auxiliary
bearing systems for start up and shut down purposes.
Rotor systems supported by means of the radial AMB are complicated due to the composite
action of the mechanical, the electrical and the electronic parts. The ﬁnite element method can
be a powerful technique for magnetic ﬁeld analysis. Some engineers and scientists examining
a radial AMB use this method at the design stage. The geometrical design of a radial AMB
combined with the magnetostatic ﬁnite element analysis and numerical optimization algorithm
is performed in Ph.D. thesis [3]. The analysis of the radial AMB is done using a static model
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with distributed parameters and a dynamic model with lumped parameters, which is based on
matrices of the ﬂux linkage determined by the ﬁnite element method differentiated with respect
to current and position. The stabilization of the radial AMB is achieved with a decentralised
closed-loop structure consisting of a cascade connection of PD and PI position controllers.
Obtained numerical results concerning the designed control system, the iron core saturation
and the magnetic couplings between electromagnets are veriﬁed by performed experimental
results.
The calculation of the electromagnetic forces has been very popular research topic during
the last decades because the computational speed, the accuracy and the reliability of used meth-
ods have signiﬁcant differences. The summary of methods for computation of electromagnetic
forces is stated and a new method for rotor performing eccentric motions with respect to the
stator is proposed in the doctoral thesis [5]. The impulse method to calculate the frequency
response of the force is determined. The force computed by the impulse method and a conven-
tional computation shows very good agreement.
This paper is focused on a multiphysics ﬁnite element analysis of the rotor system sup-
ported by means of radial AMBs. First, the automatic computational procedure to design radial
AMB in the COMSOL Multiphysics software and the computer system MATLAB was pro-
posed. Created algorithms based on the ﬁnite element magnetostatic analysis were used to
design a radial AMB. The objective of this technique is to allow more accurate computation of
the magnetic ﬁeld properties and verify the inﬂuence of the geometry of bearing, the material
properties (i.e. the nonlinear magnetisation curve of bearing parts) and the rotor movement on
the bearing parameters. Numerical simulations show an inﬂuence of some bearing parameters
on the equilibrium position of a rotor system and several possibilities of computations of the
electromagnetic forces have also been introduced.
2. The motion equation of a rotor system supported by means of the radial AMBs
In order to achieve a realistic model of a rotor system the ﬁnite element analysis is used. The
motion equation of examined rotor system is build up in the stationary co-ordinate system and
was derived under following assumptions: (i) the shaft is ﬂexible, linear elastic and in the
computation model the shaft is represented by a ﬂexible beam-like body that is discretized
into ﬁnite elements, (ii) the shaft element is modelled on the basis of Bernouli-Euler beam
theory, (iii) the stationary (i.e. non-rotating) part is considered to be absolutely rigid and ﬁxed,
(iv) the rotor is coupled with the stationary part through a radial AMB and a massless axial
bearing, (v) the discs are considered to be absolutely rigid axisymmetric bodies, (vi) inertia and
gyroscopiceffects oftherotatingparts aretaken intoaccount, (vii)materialdampingoftheshaft
and other kinds of damping are regarded as linear, (viii) the rotor is loaded by a gravitational
force and forces with periodic time histories (ix) the rotor rotates at constant angular speed and
can be expressed as follows:
M¨ q(t)+( BR + ηVKSH + ωG)˙ q(t)+( K + ωKC)q(t)=fM(q,i)+fA(t)+fV, (1)
where M,BR,G,KC,KSH,K are the mass matrix, the damping matrix (external damping
and damping of material), the gyroscopic effects matrix, the circulation matrix, the stiffness
matrix of the shaft and the stiffness matrix of the rotor system respectively, q, ˙ q, ¨ q are vectors
of generalized nodal displacements, velocities and accelerations respectively, fM,fA,fV,i are
vectors of electromagnetic forces, generalized forces exerting on the rotor system (external and
constraint forces) and control currents passing by core of electromagnets respectively, while ω
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is the angular speed of a shaft, ηV is the coefﬁcient of viscous damping of a material and t is
the time.
If a rotor system is loaded only by static forces (e.g. self-weight, constant forces, etc.)
and does not vibrate, the motion equation (1) is transformed into the equation of equilibrium
position
(K + ωKC)qS = fM(qS,iS)+fST + fV, (2)
where qS is the vector of generalized static nodal displacements, fST, iS are vectors of gener-
alized static forces exerting on the rotor system and static control currents passing by core of
electromagnets respectively.
3. The electromagnetic ﬁeld and force calculation of a radial AMB
The calculation of forces in the radial AMB is based on Maxwell’s equations of electromag-
netism. For general quasi-static ﬁelds, these equations in the differential form can be written
according to [4] as
∇×H = J, (3)
∇×E = −
∂B
∂t
, (4)
∇·J =0 , (5)
∇·D = ρ, (6)
∇·B =0 , (7)
where B is the magnetic ﬂux density, D is the electric ﬂux density, E is the electric ﬁeld
intensity, H is the magnetic ﬁeld intensity, J is the current density, ρ is the electric charge
density and ∇ is the Nabla operator.
The equations (3), (4) and (5) are referred to as Maxwell-Amp´ ere’s law, Faraday’s law and
the equation of continuity respectively. The electric and magnetic forms of Gauss’ law are
described by equations (6) and (7) respectively.
To obtain a closed system, the constitutive relations has to be included
B = μH, (8)
D = εE, (9)
J = σ(E + v × B)+J
e, (10)
whereJe istheexternalgeneratedcurrent, visthevelocityoftheconductor,εisthepermittivity,
μ is the permeability and σ is the electrical conductivity.
In the ﬁnite element formulation of electromagnetic ﬁeld problems, magnetic potential A is
commonly used in the solution of two-dimensional magnetic ﬁelds. The magnetic ﬂux density
and the electric ﬁeld intensity are given by the equalities
B = ∇×A, (11)
E = −∇V −
∂A
∂t
, (12)
where V is the electric scalar potential.
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Amp` ere’s law (3) by means of equalities (8) and (10) and using the deﬁnitions of potentials
(11) and (12) can be rewritten as
σ
∂A
∂t
+ ∇×(μ
−1∇×A) − σv × (∇×A)+σ∇V = J
e. (13)
The equation of continuity (5) combined with equalities (10), (11) and (12) gives the equation
−∇ ·
 
σ
∂A
∂t
− σv × (∇×A)+σ∇V − J
e
 
=0 . (14)
Theset of two equations(13) and (14) is required for theuniqueness ofsolutionofthe potentials
A and V .
In the magnetostatics analysis the above equations (13) and (14) are simpliﬁed into one
equation
∇×(μ
−1∇×A)=J
e. (15)
Fig. 1. A sketch of the radial AMB
The analysis of a radial AMB based on
equation (15) is assumed to be two dimen-
sional, stationary, no current generated by an
external static electric and magnetic ﬁeld, the
currents passing through electromagnets are
constant and there is no hysteresisofa nonlin-
ear magnetization curve of the ferromagnetic
material.
In order to be able to solve equation
(15) the boundary conditions must be known.
Dirichlet boundary condition in the form of
magnetic scalar potential A0z,i sd e ﬁ n e do n
the outer circle of a bearing model as shown
in ﬁg. 1.
The AMB is incorporated into the equation of motion (1) by means of the nonlinear electro-
magnetic force vector, whose elements are computed from equation (15). Two basic methods
for calculation of the electromagnetic forces acting between the rotor and stator were used,
namely method based on the Maxwell’s stress tensor and method based on the principle of the
virtual work.
Using the ﬁrst mentioned method the electromagnetic force Fm on the body is calculated
by the surface integral
Fm =
 
S
TdS =
 
S
 
1
μ0
(Bn)B −
1
2μ0
B
2n
 
dS, (16)
whereT istheMaxwellstresstensorinair, nistheunitoutwardnormalvectoroftheintegration
surface S and μ0 is the permeability of vacuum (4π·10−7 Hm
−1). In a two-dimensional model,
the surface integral is reduced to a line integral along the air gap.
In the virtual work method the electromagnetic force is computed as a partial derivative of
the coenergy functional with respect to virtual movement
Fm =
∂Wc
∂p
 
 
 
 
Ic
=
 
∂Wc
∂yp
∂Wc
∂zp
 T
,W c =
 
Ve
   H
0
BdH
 
dVe, (17)
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where p is the vector of virtual movement, Ic is the vector of constant current, yp and zp are
a horizontal and vertical components of the vector of virtual movement respectively, Ve is the
volume element and Wc is the coenergy functional.
The results obtained by ﬁnite element calculations of the electromagnetic force are com-
pared with one-dimensional method. This level of approximation is assuming that the size of
air gap is uniform and that the magnetic ﬂux crosses the gaps in a straight line. Under these
assumptions the components of the electromagnetic force acting on the shaft in horizontal fM,y
and vertical fM,z direction are according to [2] given by following relations
fM,y(y,iy)=
1
4
cos(α0)μ0N
2SM
  
I0 + iy
c0 − y
 2
−
 
I0 − iy
c0 + y
 2 
, (18)
fM,z(z,iz)=
1
4
cos(α0)μ0N
2SM
  
I0 + iz
c0 − z
 2
−
 
I0 − iz
c0 + z
 2 
, (19)
where y, z are the generalized components of displacements in horizontal and vertical direction
respectively, c0 is the size of air gap between the rotor and stator, iy, iz are the controlling
currents in horizontal and vertical directions respectively, I0 is the bias current, SM is the area
of the pole of electromagnet in the air part of magnetic circuit, N is the number of winding of
the electromagnet coil and α0 is the angle between the electromagnetic force and vertical axes
of the bearing.
4. The ﬁnite element analysis of a rotor system supported by radial AMBs
The multiphysics ﬁnite element analysis of a shaft and radial AMB has been done with the
COMSOL Multiphysics software which allows connection with computational environment of
the computer system MATLAB for the modelling of both parts of a rotor system. The presented
numerical simulation was obtained using the application of magnetostatic mode of the AC/DC
module of the software COMSOL Multiphysics. The magnetostatic module enables to solve
Maxwell’s equations with certain boundary conditions describing the electromagnetic problem
on a macroscopic level.
The automatic procedure for generation of a parametric model of the radial AMB by means
of user-deﬁned algorithms in the COMSOL Script [1] was proposed. The shape of stator frame,
coils, rotor and smoothness of corners of eighth poles of a radial AMB can be set and modiﬁed
so that it will automatically generate a number of parameterized conﬁgurations. The design of
a radial AMB is characterized by several geometry parameters: the shaft diameter, the rotor
diameter, the stator diameter, the size of air gap, the thickness of stator frame, the smoothness
of corners of stator, rotor and coils, the bearing width, the height and width of pole shoes and
the horizontal and vertical movement of a rotor centre. Except the shaft diameter, all user-
deﬁned parameters of bearing can be modiﬁed manually or automatically. The solid modelling
techniques and Boolean operations were used to obtain composite model of a radial AMB (see
ﬁg. 2).
The magnetostatic computation of a radial AMB is described by a few steps. At the begin-
ning,thebearinggeometry, theB-H materialcharacteristicsthatcanbenonlinear(seeﬁg. 3), the
coils properties and the boundary conditions are deﬁned. Subsequently, an initial discretization
by the triangular elements is automatically generated (see ﬁg. 4). The initial mesh is consist-
ing of approximately 130000 elements and 65000 degrees of freedom. During the solution an
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Fig. 2. The model of a radial AMB Fig. 3. The norm of the magnetic ﬂux density ver-
sus the norm of the magnetic ﬁeld intensity for the
rotor and stator materials
adaptive mesh reﬁnement can be applied based on analysis of errors. In the last step, compo-
nents of the electromagnetic force acting on the rotor are solved by means of method based on
the Maxwell’s stress tensor or the method based on the principle of the virtual work.
Furthermore, the algorithm for magnetostatic computation of a radial AMB is incorporated
into the computational procedures for the analysis of a lateral vibration of the rotor systems.
The motion equation (1) is transformed into the set of nonlinear algebraical equations (2) for
solving the problem of a equilibrium position. To its solution Newton-Raphson method can be
used.
5. The results of numerical simulation of the magnetic ﬁeld analysis and the computation
of the equilibrium position
The investigated radial AMB is designed for the supported rotor system with two discs ﬁxed on
the cantilever shaft described in detail in [2]. The heteropolar radial AMB containing eight pole
shoes, the stator frame, the rotor and coils (see ﬁg. 2 and ﬁg. 4) is proposed. The considered ra-
dial AMB has the following primary dimensions and parameters: the shaft diameter – 76.6mm,
the rotor diameter – 105mm, the stator diameter – 273mm, the size of air gap – 0.5mm, the
thickness of stator frame – 15.9mm, the bearing width – 200mm, the number of coil turns –
64, the bias current – 4A and the current range 0 ÷ 8A.
Fig. 4. The generated mesh of a radial AMB (left) and the detail of generated mesh in the surrounding
electromagnet (right)
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The shaft is represented in the computational model by a beam-like body that is discretized
into twenty four ﬁnite elements of equal length( 9 5m m ) .M o r ed e t a i l e dd a t aa r eg i v e ni n[ 2 ] .
The rotorsystem supported in designed AMBs is controlled by means of current PD controllers.
The current PD feedback controllers of both bearings are assumed to be identical and their
parameters are given in [2].
The numerical simulations show that the shape of pole shoes, their height and width, the
size of air gap and the coil parameters signiﬁcantly change the electromagnetic force value
produced by the electromagnet. The magnetic ﬂux density is cumulated on all sharp edges in
the bearing, because in their proximity the material saturation is bigger than on the other parts
of the magnetic circuit. Therefore, all sharp edges in the magnetic circuit must be appropriately
rounded. The maximum magnetic ﬂux density concentration is located in the proximity of ﬁllet
of the pole shoe on side of the stator (r1)a n dr o t o r( r2) part (see right ﬁg. 4). The numerical
results show, that a minimal concentration of the magnetic ﬂux density in the bearing appears,
when the value of ﬁllet of pole shoes at stator is r1 =3mm and at rotor is r2 =0 .2mm.
In the next step, an analysis is focused on the inﬂuence of shaft movement on magnetic ﬁeld
properties in the AMB. Fig. 5 and ﬁg. 6 showthe ﬁeld distributionof magneticpotential for four
different locations of the rotor centre with respect to the bearing centre (whose detailed speciﬁ-
cations are mentioned below). The magnetic potential is changed due to the rotor displacement
and the current density in coils remains the same. The magnetic ﬂux strongly inﬂuences the
rotor and stator material and depends on the size of the air gap between the rotor and the pole
shoe. Thus, when the air gap increases the electromagnetic force decreases and conversely.
Fig. 5. The magnetic potential in a radial AMB for the rotor moved 0.35mm to the left side (left) and
the rotor moved 0.49mm upward (right) with respect to the bearing centre
Fig. 6. The magnetic potential in a radial AMB of the rotor moved 0.35mm upward and to the right side
(left) and the rotor located at the centre position (right) with respect to the bearing centre
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Fig. 7. The Maxwell surface stress tensor and the magnetic ﬂux density in a AMB of the rotor moved
0.35mmupward and to the right side (left) withrespect to the bearing centre and same physical quantities
in the case that the material of stator and the outer part of a rotor has a nonlinear B-H curve (right)
The rotor and stator material is composed of thin laminated plates for the purpose of re-
ducing eddy current effects. The distribution of magnetic ﬂux density for linear and nonlinear
B-H magnetic characteristic of a rotor and stator material is presented in ﬁg. 7. The computed
distribution of magnetic ﬂux density and its maximal value and the Maxwell’s stress tensor are
considerably dependent on the rotor and stator material characteristics (see ﬁg. 7).
Numerical results of the total electromagnetic force of the ﬁrst magnetic bearing (MB1) and
the second magnetic bearing (MB2) computed by method based on the Maxwell’s stress tensor
and method based on the principle of the virtual work are shown in right ﬁg. 8. The difference
betweenresultsobtainedbyusingbothmethodsisnegligibleinthestudiedcase. Thepercentage
errors of both numerical computations of electromagnetic forces have been calculated and its
maximumvalueis less than 1%. If not stated otherwise, electromagnetic forces were calculated
by means of the Maxwell’s stress tensor method.
The ﬁnite element computations of the total electromagnetic forces with their analytical
formula are also compared (see left ﬁg. 8). Due to the non-uniformity of magnetic ﬂux distri-
bution, the value of electromagnetic force obtained from the analytical formula is bigger than
value computed by the ﬁnite element method. If a magnetic saturation of the shaft material and
cross coupling effects of electromagnetic forces originating from close pole shoes are negligi-
ble, than the percentage errors of computed electromagnetic forces are less than 5%.
A study of the inﬂuence of the nonlinear B-H magnetic characteristics of a rotor and stator
material on the equilibrium position of a rotor system is carried out. In ﬁg. 9 and ﬁg. 10,
the results for equilibrium position at 10000rpm with the electromagnetic forces computed by
means of the analytical nonlinear formula (o), the magnetostatic ﬁnite element method with a
linear (+) and a nonlinear (x) material characteristic are shown. Calculations based on the ﬁnite
element method with a linear and nonlinear B-H curve give considerably different equilibrium
positions.
6. Conclusion
A multiphysics ﬁnite element simulation of the rotor system supported by means of radial
AMBs is presented in this paper. In the COMSOL Multiphysics software the electromagnetic
analysis of a radial AMB was carried out and subsequently the rotor dynamic ﬁnite element
analysis in connection with the computational environment of the computer system MATLAB
is performed.
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Fig. 8. The dependence of total force in the equilibrium position on revolutions (left) and the dependence
of total force in the equilibrium position on revolutions for two methods of solution (right)
Fig. 9. The equilibrium position of a rotor system in the horizontal (left) and vertical (right) direction
Fig. 10. The rotation angle about y-axis (left) and z-axis (right) of a rotor system in the equilibrium
position
Unlike [3] and [5] the shaft of rotor system is discretized by a ﬂexible beam-like body.
The ﬂexibility of the shaft and its viscous material damping is taken into account in the com-
putational model of a rotor system. This paper presents improved mathematical model of a
rotor system supported by radial active magnetic bearings modelled by means of ﬁnite ele-
ment method, which makes possible to study relations between mechanical properties of a rotor
(ﬂexibility, damping) and electromagnetic forces (inﬂuence of geometrical dimensions, nonlin-
ear material characteristics) with higher precision. The mathematical models of rotor systems
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supported by radial active magnetic bearings are usually built with either discrete model of a
rotor system or bearing. Due to presented design methodology it is possible to create and solve
ﬁnite element model of both active magnetic bearings and rotor system. Improved mechanical
and electromagnetic properties obtained by its analysis enable better design of both parts.
The suggested procedures were used to perform two dimensional and the stationary magne-
tostatic ﬁnite element analysis. The method based on the Maxwell’s stress tensor and method
based on the principle of the virtual work was implemented into the algorithm for computa-
tion of electromagnetic forces. The comparison of forces computed by means of these methods
was carried out and negligible differences between them have been found in this study. In pro-
posed computation procedures the geometric dimensions and physical parameters inﬂuencing
the distribution of magnetic ﬁeld (e.g. the course of ﬁeld lines, the distribution of magnetic ﬂux
density, the magnetic ﬁeld intensity, etc.) can be simply determined. When shaft centre lies
near centre of stator bearing the difference between electromagnetic forces solved by analytical
nonlinear formulas and by means of the ﬁnite element method is small, because the effect of a
cross coupling between mutually perpendicular electromagnets is not present.
Finally, the numerical results obtained from the solution of the equilibrium position of a
rotor system show that incorporation of the nonlinear magnetization characteristic has consid-
erable inﬂuence on bearing electromagnetic forces. Differences in results between electromag-
netic forces solved with a linear and nonlinear material characteristic are caused by a saturation
of material in the proximity of transition from stator to pole shoes of electromagnets and their
edges.
The introduced simulation allows to achieve more precise computation of the electromag-
netic forces with respect to the geometry of bearing, the nonlinear magnetization characteristic
of a rotor and stator material and the cross coupling effects between each pole shoe. This
analysis plays an important role in the design procedures of a radial AMB and helps with the
veriﬁcation of analytical assumptions. The future work will be focused on assumptions made in
this analysis (e.g. the stationary magnetic ﬁeld, two dimensional modelling and the hysteresis
effect of the material parts).
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